CHECK WEIGHER .

CW 80
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Check Weigher

FEATURES:

i) Capacity/Accuracy: 80Kg/+10gr

RTC (Real Time Clock)

Date manipulation detection

) Feed back to filling machine through RS- 485
RS-485 & RS-232

E2PROM for date specified number & total weight
) Pre-setting piece counter

Conveyor speed: 19.8 m/min

) Power consumption: 380VAC-3PH-50 Hz / 250 VA
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DIMENSIONS (mm)
Model | A B D E F G
Cw 80 830 680 1766 / 1576 400 800 395
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CW80 can be used as a checking machine to measure the weight of filled boxes ,bags ,etc.
This machine is very useful when any statistic such as filling deviation or total number of
products are needed. This machine is designed under a very close supervision with an accurate
designing and manufacturing process, and can be used in heavy working conditions.
This machine is utilizing an accurate digital weighing system and using 3 load cells transducer,
and is suitable for weighing any packaged material.
Regarding the special designing of the base and structure of the machine , a minimal installation
time in required and can be installed in a few hours.
Here is some features of this machine :

Features:
1. CAPACILY eveeeieiiiiieee e 80 kg
2. Weighing System .........cccooiiiiiiiiniiiinns Digital
3. Weighing accuracy...........cccoevvveiiiinannnnnns . 10gr
4. Counter
5. Pre-Setting Counter
6. Software Calibration
7. Multi product program
8. Conveyorspeed ........cocviiiiiiiiii 19.8 m/min
9. Display.....c.coviiiiii Large LCD 4X20
10. Serial Port .......cveiiiiiiii RS-485

11. Internal Diagnostic & Mimic Panel

12. User friendly software

13. Minimal setting

14. Foundation-Free Installation ( on upper floors )

15, POWET .o 3PH/380V/50HZ/250W
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