
Modular Design

Green and Power Saving

LBS Function 

Parallel Redundancy Function

Flexible Battery Configuration

Strong Load Capability

Intelligent Management

Compatible with Generator 

High Reliability

UTR P600
Modular Series

ONLINE
TRANSFORMERLESS
UPS SERIES
Power range: 10~150kVA (3-Level PF: 1.0) Mode:

3 phase input and 3 phase output Module: 

High input power factor: up to 0.99.
The advanced 3-level topology design ensures peak online efficiency of up to 95.8%.
Low THDi: Under 3% at 100% linear load, ensuring minimal harmonic distortion.
Power-Saving Mode: The UPS can be configured to enter a low-load sleeping mode,
conserving energy when demand is minimal.

LBS Feature: Achieve dual-UPS synchronization for unparalleled system reliability. This
function ensures that two independent UPS systems operate in unison, maximizing power
continuity.

7-inch Standard / 10-inch Optional Color Touch LCD
History & Fault Log Recording & Export
Support SNMP, RS232, RS485, Dry contact interface
Online FW/SW Upgrade Capability (Bypass Mode): Effortlessly upgrade firmware and
software without downtime.
EPO & REPO function

Our UPS units boast a flexible modular design, integrating power, bypass, and monitoring
modules for effortless system expansion and integration.
All core modules power, bypass, monitoring, and ECU control are hot-swappable, ensuring
convenient servicing and uninterrupted power delivery.

Wide input voltage range (138-485V) ensures flexibility, with intelligent derating to 40% below
305V for component protection.
Multiple digital bus and redundant parallel control ensure continuous online operation, even
with single circuit failures.
 The UPS ensures continuous operation in single or parallel modes, tolerating individual
module failures.
Thickened conformal coating offers enhanced protection for high heat, humidity, and dust
environments.

Supports parallel operation of up to 8 units for robust, scalable power solutions.
Support sharing batteries for the UPS in parallel

Adjustable Battery Group Size: Support for 30 to 50 batteries per group offers versatile power
configurations.
Large charging current can meet the requirement of long time backup

Full Power Output & Unbalanced Load Capability: Achieves 1.0 PF and supports 100%
unbalanced loads.
Wide Load Range Support: Capable of connecting to full inductive or capacitive loads for high
adaptability.

Reduced Start Current & Generator Capacity: Power Walk-In function lowers system impact
and allows for smaller generator sizing.
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FEATURES

10/15/20/25/30kVA 
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TECHNICAL SPECIFICATIONS
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